Table 1. Accuracy and precision for FEF25-75 per waveform and overall for the subset of 35 spirometers from general practices that could measure this index [means (95% CI)]
	
	

	
	FEF25-75

	
	
	
	
	
	

	Waveform#
	Generator (mL)
	Accuracy (mL)
	Accuracy (%)
	Precision (mL)
	Precision (%)

	
	
	
	
	
	

	1
	3,669
	5

(-22, 32)
	0.1

(-0.6, 0.9)
	41

(27, 55)
	1.1

(0.7, 1.5)

	4
	1,852
	-35

(-60, -6)
	-1.9

(-3.2, -0.5)
	23

(17, 28)
	1.2

(0.9, 1.6)

	11
	1,247
	-13

(-33, 6)
	-1.1

(-2.6, 0.5)
	31

(21, 41)
	2.5

(1.7, 3.3)

	15
	6,078
	-55

(-101, -9)
	-0.9

(-1.7, -0.2)
	46

(26, 65)
	0.8

(0.4, 1.1)

	17
	1,153
	-29

(-59, 0)
	-2.6

(-5.1, 0)
	37

(22, 53)
	3.5

(1.9, 5.0)

	19
	1,134
	20

(-13, 52)
	1.7

(-1.1, 4.6)
	33

(23, 44)
	2.9

(2.0, 3.9)

	21
	3,313
	-72

(-124, -20)
	-2.2

(-3.7, -0.6)
	120

(-10, 250)
	3.5

(-0.2, 7.2)

	24
	705
	-8

(-30, 14)
	-1.2

(-4.3, 1.9)
	30

(7, 53)
	5.2

(0.1, 10.4)

	Overall
	
	-24

(-48, 1)
	-1.0

(-2.4, 0.4)
	45

(23, 67)
	2.6

(1.3, 3.9)


Accuracy: mean of the three spirometer readings for the FEF25-75 with the ‘gold standard’ reference values for these indices as produced by the waveform generator

Precision: difference between the highest and the lowest of the three FEF25-75 readings for the applied waveform
