Supplementary Table 3 
	Samples
	87Rb/86Sr
	87Sr/86Sr
	±2σ
	t(Ma)
	 (87Sr/86Sr)i
	147Sm/144Nd
	143Nd/144Nd
	±2σ
	εNd(t)

	LTGs
	
	
	
	
	
	
	
	
	

	XRD393/1
	0.116 
	0.705113 
	0.000009
	512
	0.704266 
	0.241 
	0.513203 
	0.000005
	8.1 

	XRD393/2
	0.071 
	0.705075 
	0.000008
	512
	0.704558 
	0.257 
	0.513220 
	0.000003
	7.4 

	XRD393/3
	0.106 
	0.705880 
	0.000007
	512
	0.705110 
	0.252 
	0.513250 
	0.000002
	8.4 

	FABs
	
	
	
	
	
	
	
	
	

	XRD391/2
	0.063 
	0.704719 
	0.000008
	512
	0.704259 
	0.180 
	0.512825 
	0.000003
	4.8 

	XRD391/3
	0.104 
	0.704420 
	0.000013
	512
	0.703664 
	0.195 
	0.512873 
	0.000003
	4.7 

	XRD391/4
	0.039 
	0.705492 
	0.000011
	512
	0.705205 
	0.191 
	0.512823 
	0.000004
	4.0 

	XRD391/5
	0.447 
	0.706744 
	0.000009
	512
	0.703480 
	0.182 
	0.512797 
	0.000002
	4.1 

	CADs
	
	
	
	
	
	
	
	
	

	XRD392/2
	1.419 
	0.723063 
	0.000008
	512
	0.712708 
	0.117 
	0.511869 
	0.000004
	-9.8 

	XRD392/3
	0.735 
	0.719475 
	0.000007
	512
	0.714113 
	0.118 
	0.511833 
	0.000004
	-10.5 

	XRD392/4
	0.610 
	0.719312 
	0.000010 
	512
	0.714863 
	0.120 
	0.511863 
	0.000005
	-10.1 


Note: 87Rb/86Sr and 147Sm/144Nd are calculated using whole-rock Rb, Sr, Sm and Nd contents in Table 2.
